
In addition to the 3 worldwide established EagleEye broadcast aerial cam-
era systems, sec.swiss is proud to announce the newest member inaddition 
to the EagleEye family. The EagleEye mini (EEmini) is primarily designed 
for fixed installation in indoor venues, such as studios, event locations, 
churches and other streaming rooms.

The EEmini is also a full four-point aerial camera motion system, but mini. 
We built the EEmini with the experience from the larger systems. Utilizing 
the same smooth motions to create breathtaking images, while allowing 
more audience space, less setup time and cinematographic perspective 
that would not be possible with other equipment. 

Due to the nature of how the camera is suspended, the EagleEye systems provide continuous footages from var-
ious angles. Whether in swift movements from the audience onto the stage or capturing high-speed actions the 
images remain smooth – without the risk of interfering with the event itself. 

The most significant difference is the reduction of the dolly‘s total weight to 10 kg (22 lbs.) for smaller cameras. This 
allows for the use of thinner and lighter ropes. Through the optimization of conditions via software, we were able to 
reduce the overall drop to 3-5%. The closer you get to the load limit, the more the speed is reduced. The EEmini 
continuously monitors the payload and optimizes the criteria for throttling or increasing speed.

We also reduced the EEmini to the max, consequently offering a series of options to make the system fit your 
needs. The EEmini is small, yet faster and more powerful than other systems in the same league. Naturally all 
EagleEye systems are capable of transmitting video signal in 8K. To be compatible with generic building wiring, 
the EEmini comes with LC (instead of SMPTE) connectors while maintaining the ring topology. For addressing the 
needs of fixed installations, the EEmini has mounting points instead of flight-cases.

FactSheet EagleEye mini (EEmini)

The EEmini is the new inherent part of primetime productions.

 System Specifications:
• Dolly weight max. 10kg (22 lbs)
• 6 m/s speed
• flying field 60x60 meters (195x195 feet)
• 200-230V (3.5kW, 1 Phase) power requirements
• 100m (328 feet) of rope on each winch
• Mountable baseplate
• super silent with 45 dB noise emission
• 3D mini pulley’s, while still being able to use mul-

tiple pulleys per winch to deviate the rope through 
complex environments

• LC connectors
• Base Station Light and Controller Light
• Flight Cases (optional)
• Splice Set (optional)
• Fiber Converter to SDI (optional)
• DJI RS 4 with Remote (optional)
• DJI RF Video and Control (optional)

System Set Basics Components:

• 4x Winches
• 4x Mini Winch-Pulleys
• 4 x Armored LC cable 100m (328 feet)
• 5x PowerCon to open end cables
• 1x Base Station (Light-Version, without SMPTE 

connectors and converters)
• 1x Monitor, Keyboard and Mouse
• 1x Controller (Light-Version, without function 

keys)
• 4x 3D Mini Pulleys
• 1 Dolly Skeleton (30cm diameter, with breaks on 

the gimbal mount optimized for the lighter paylo-
ad)

• 4x Mini Winding Terminations (for rope diameters 
2.3 to 2.6mm)

• Emergency Spare parts
• RAKO Case (with load-test, and tools)
• Total Station and Tripod
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